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DDR3L-1600 U-DIMM Memory Module 

Premier Series DDR3L memory modules offer multiple form factors for various installation needs. All run at a reduced 
1.35V compared to 1.5V on standard DDR3, with speeds up to 1600MHz. All modules are produced in accordance 
with JEDEC and RoHS design and production standards, guaranteeing compatibility with every major computing 
platform. Each is also made with environmental protection and preservation in mind, and includes a limited lifetime 
ADATA warranty. 

Features 
 

 
● High speed up to 1600MHz 

● Transfer bandwidths up to 12.8GB/s 

● Energy efficient: save up to 10% compared to DDR3 

● 6-layer PCB provides improved signal transfer and 

system stability 

 

Specifications 

● Module: 240-pin DIMM 

● Capacity: 8GB 

● CAS Latencies: 11-11-11 

● DRAM VDD 1.35V 

● Operating temperature: 0°C - 85°C 

● Warranty: Limited Lifetime Warranty 
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Model Number and EAN Code 

Capacity Package Model Number EAN Code 

8GB 
512x8 Bulk ADDU1600W8G11-B NA 

512x8 Single Tray ADDU1600W8G11-S 4713435798843 

Package Information 

Package 

Type 

IC 

Qty 

Bulk 

Weight 

(g) 

Weight 

(g) 

Dimensions 

(L x W x H) mm 

Carton 

Dimensions 

(L x W x H) mm 

Cuft 

Qty per 

carton 

(pcs) 

Carton 

N.W. 

(g) 

Carton 

G.W. 

(g) 

Bulk 8 16.2 29.3 170 x 55 x 9 340 X 300 X 212 0.76 200 5,860 8,300 

Single 

Tray 
8 16.2 37.6 170 x 110 x 8.4 364 X 355 X 300 1.39 150 5,640 6,365 

  

Single Tray 


